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polymeric additives
for premium pigment grinding

New members in the
Worlée additives family
Worlée-Chemie has launched a new range of additives. Under the
name WorléeDisperse, the company has added six new wetting
and dispersing agents to its range, which comfortably stand up to
comparison with established products. The following products are
now available for water or solvent-based systems:

WorléeDisperse for water-based systems
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VP 8400W
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VP 8450W VP 8460W VP 8470W

Chemical property

Modiﬁed block
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Modiﬁed
polyacrylate
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Preferred areas of application:
Pigment concentrates
Direct grinding
Paints and varnishes
Printing inks
Inorganic pigments
Organic pigments
Pigment blacks
Mixed pigmentations
Typical usage quantities:
TiO2
(% of pigment amount)

Inorganic pigments
(% of pigment amount)

Organic pigments
(% of pigment amount)

Pigment blacks
(% of pigment amount)

Mixed pigmentations
(% of overall formulation)

Highlights

Universal, highly Universal, no effect on
cost effective
drying ﬁlm hardness. To
achieve the highest pigment
concentrations, W‘Disperse
VP 8400W or VP 8470W are
recommended

Very effective,
low usage
quantities,
particularly
recommended for
printing inks

Overview of the
WorléeDisperse range
WorléeDisperse VP 8400W is suitable as a universal, polymer
additive for the grinding of inorganic or organic pigments in
water-based systems. This includes both use in direct grinding and
use in the production of highly ﬁlled pigment pastes.

WorléeDispense for non-water-based systems

W‘Disperse
VP 8100S

W‘Disperse
VP 8110S

Chemical property

Modiﬁed block co-polymer

Modiﬁed polymer

Active substance (%)

100

100

Preferred areas of
application:
Direct grinding
Alkyd resins
Other binder systems
Inorganic pigments
Organic pigments
Pigment blacks
Mixed pigmentations
Typical usage quantities:

0.5–2.0% of overall formulation

Highlights

Universal dispersing
agent for construction
and industrial coatings

Universal dispersing
agent for construction
and industrial coatings.
First choice for glossy
systems based on medium-oiled alkyd resins

WorléeDisperse VP 8450W and WorléeDisperse VP 8460W
are also polymer products and are suitable for the same range of
applications. The two additives have only little effect on water
absorption and ﬁnal hardness due to their ﬁlm-forming properties.
WorléeDisperse VP 8460W is amine-free.
WorléeDisperse VP 8470W is a highly concentrated dispersing
agent. It was specially developed for grinding of organic pigments
and blacks in pigment concentrates with low viscosity.
Finally, WorléeDisperse VP 8100S and WorléeDisperse VP
8110S are suitable for direct grinding of all types of pigments
in non-water-based formulations. They differ in their polymer
structure and have no negative effects on drying behaviour. While
WorléeDisperse 8100S can be used as a universal product in all
typical binding agents, WorléeDisperse 8110S is recommended in
particular for use in alkyd resin paints in the event that high gloss and
low viscosity play a special role.

The use of WorléeDisperse does not prolong the
drying of architectural paints signiﬁcantly
W‘Disperse 8100 S (0.8 %)

W‘Disperse 8100 S (0.6 %)

Tack-free
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Try out our products
Want to try out our new additives? We provide interested customers
with a sample kit containing all six dispersing agents. Please contact
our sales team or write directly to FPinkernell@worlee.de.

Worlée-Chemie GmbH
Grusonstraße 22
D-22113 Hamburg
Germany

Contact:
Technical Manager Additives
Bodo Scheibler
Phone: +49 4153 596 4822
E-mail: BScheibler@worlee.de
www.worlee.com
The information contained in this ﬂyer serves exclusively informational
purposes. Any deliveries and/or services are exclusively subject to our
general standard terms and conditions in their respectively valid version.
We will be happy to provide you with the general standard terms and
conditions upon your request and they can be downloaded online at
http://www.worlee.de/GSTC.

